Keysight Technologies
Evaluation of Hot Carrier Induced Degradation of MOSFET Devices

Application Note

Keysight E5250A Low Leakage Switch Mainframe
Introduction

As device geometry scales down, reliability problems of semiconductor devices are increasing. The evaluation of hot carrier induced degradation becomes very important for developing reliable ULSI. This application note introduces you to Keysight Technologies, Inc. new solution for evaluation of hot carrier induced degradation of multiple MOSFET devices.

What is Hot Carrier Induced Degradation

Due to the short channel length of MOSFETs in today’s ULSI, the electric field of the channel has become very high. The drain current easily ionizes electrons and holes around the drain (impact ionization), which cause hot electron and hot hole injection into the gate oxide (Drain Avalanche Hot Carrier; see Figure 1).

Some of the hot carriers are captured in the deep gate bias region, so the device’s drain current (Id), threshold voltage (Vth), and transconductance (Gm) are shifted.

Problems in Evaluation of Hot Carrier Induced Degradation

To efficiently evaluate hot carrier induced degradation of a MOSFET process, electrical stress should be applied to many devices for an extended period of time. Parameters such as Id, Vth, and Gm must be repeatedly measured during this time. The resulting hot carrier life is estimated from the measured parameter shift versus stress time graph. (The test flow is shown in Figure 2.) Therefore, there are the following requirements in the test:

- Due to the long total test times required, devices should be tested in parallel to improve efficiency.
- Several stress conditions must be applied to the test devices to evaluate the relationship between parameter shifts and stress conditions.
- High resolution and precision measurements in current and voltage are required for evaluating sensitive parameter shifts.
- If the parameter measurements are not performed right after stress ends, the test results may be incorrect.

Until now, there has not been a switch that can meet these requirements and that does not sacrifice the measurement performance of the parameter analyzer.

Figure 1. Drain avalanche hot carrier
New Solution using the Keysight E5250A

Combining the Keysight E5250A Option 501 24-channel multiplexer card and the Keysight 4155C/4156C parameter analyzer, you can configure a test system with up to 384 channels (using 4 Keysight E5250As including 4 multiplexer cards).

Each multiplexer card contains 3 individual 8-channel multiplexers as shown in Figure 3. Each block has a bias input port that you can connect to an external power supply for stressing multiple devices.

For accurate parameter measurements, the low leakage I-V input port is used to connect the Keysight 4155C/4156C to a device. This port has offset current of less than 100 fA. The example measurement result in Figure 4 shows that the subthreshold region of Id-Vg curve can be stably measured.

If the power supply is disconnected from all the devices, there will be a lag time as SMUs are connected to each device and measured one by one. By using the single route mode and bias mode of the Keysight E5250A, a selected output channel of one multiplexer can be connected to an SMU while the other channels are connected to power supply output. With this capability, you can obtain correct test results by measuring parameters right after the stress termination.

How to Measure using the Keysight E5250A, 4155C/4156C, and Keysight 6626A

Figure 5 shows an example connection diagram for evaluation of hot carrier induced degradation using the Keysight E5250A, 4155C/4156C, and Keysight 6626A Multi-Channel Power Supply. In this example, one 24-channel multiplexer card is installed into a slot of the Keysight E5250A for test of 8 MOSFETs, which have common substrates.
The SMUs of the Keysight 4155C/4156C are connected to the I-V input ports of the Keysight E5250A Low Leakage Switch Mainframe. The outputs of the Keysight 6626A for applying stress voltages to devices in parallel, are connected to the bias input ports on the multiplexer card.

These instruments are controlled directly from the Keysight 4155C/4156C by using its built-in Keysight Instrument BASIC (IBASIC) capabilities. You do not need an external controller. The parameter measurements are executed by calling the pre-saved setup file from the IBASIC program. The parameter values such as Vth, can be extracted by using the auto analysis function right after the sweep measurement is performed. This frees you from complicated programming for instrument control and data extraction.

Stress and measurements are alternately performed by IBASIC program. The stress time is incremented logarithmically with each stress-measure cycle. The cycles stop when a maximum stress time is reached or when one of the measurement parameters drifts past its target value.

At the end of the test, graphs of the measured parameter shift versus stress time are drawn on the Keysight 4155C/4156C display. Using the user variable function, it is very easy to transfer arrays of parameter values in IBASIC program to the Keysight 4155C/4156C’s graphics data. The hot carrier life is estimated using the regression line function. In example test result of Figure 6, the hot carrier life is defined as the stress time at which Vth has shifted by 50 mV from its initial Vth. The hot carrier life is estimated as about 104.5 hours.
Conclusion

Using the Keysight E5250A and 4155C/4156C with a power supply, you can electrically stress many devices in parallel. You can monitor each device one at a time while maintaining stress on the other devices, thus eliminating error due to measurement lag time. You can configure up to 384-channel system for hot carrier induced degradation evaluation of a large number of devices. By using individual bias input ports, you can perform test under various stress conditions. The multiplexer cards can be used for other long term reliability tests, such as TDDB and temperature lifetime.

Note: The information in this application note referring to the Keysight 4155C/4156C also applies to the Keysight 4155A/4156A and 4155B/4156B.

Figure 6. Estimation of hot carrier life
Evolving Since 1939

Our unique combination of hardware, software, services, and people can help you reach your next breakthrough. We are unlocking the future of technology. From Hewlett-Packard to Agilent to Keysight.

myKeysight

myKeysight
www.keysight.com/find/mykeysight
A personalized view into the information most relevant to you.

http://www.keysight.com/find/emt_product_registration
Register your products to get up-to-date product information and find warranty information.

Keysight Services

www.keysight.com/find/service
Keysight Services can help from acquisition to renewal across your instrument’s lifecycle. Our comprehensive service offerings—one-stop calibration, repair, asset management, technology refresh, consulting, training and more—helps you improve product quality and lower costs.

Keysight Assurance Plans

www.keysight.com/find/AssurancePlans
Up to ten years of protection and no budgetary surprises to ensure your instruments are operating to specification, so you can rely on accurate measurements.

Keysight Channel Partners

www.keysight.com/find/channelpartners
Get the best of both worlds: Keysight’s measurement expertise and product breadth, combined with channel partner convenience.

This document was formally known as Application Note E5250A-2

For more information on Keysight Technologies’ products, applications or services, please contact your local Keysight office. The complete list is available at:
www.keysight.com/find/contactus

Americas
Canada  (877) 894 4414
Brazil  55 11 3351 7010
Mexico  001 800 254 2440
United States  (800) 829 4444

Asia Pacific
Australia  1 800 629 485
China  800 810 0189
Hong Kong  800 938 693
India  1 800 11 2626
Japan  0120 (421) 345
Korea  080 769 0800
Malaysia  1 800 888 848
Singapore  1 800 375 8100
Taiwan  0800 047 866
Other AP Countries  (65) 6375 8100

Europe & Middle East
Austria  0800 001122
Belgium  0800 58580
Finland  0800 523252
France  0805 980333
Germany  0800 6270999
Ireland  1800 832700
Israel  1 809 343051
Italy  800 599100
Luxembourg  +32 800 58580
Netherlands  0800 0233200
Russia  8800 5009286
Spain  800 000154
Sweden  0200 882255
Switzerland  0800 80353
  Opt. 1 (DE)
  Opt. 2 (FR)
  Opt. 3 (IT)
United Kingdom  0800 0260637

For other unlisted countries:
www.keysight.com/find/contactus
(BP-9-7-17)

DEKRA Certified
ISO9001 Quality Management System

www.keysight.com/go/quality
Keysight Technologies, Inc.
DEKRA Certified ISO 9001:2015
Quality Management System

This information is subject to change without notice.
© Keysight Technologies, 2017
Published in USA, December 1, 2017
5964-9113E
www.keysight.com