Errata

**Document Title:** Characteristic Impedance Measurement of PC Board Circuit Patterns (AN 339-2)

**Part Number:** 5950-2908

**Revision Date:** June 1986

---

**HP References in this Application Note**

This application note may contain references to HP or Hewlett-Packard. Please note that Hewlett-Packard's former test and measurement, semiconductor products and chemical analysis businesses are now part of Agilent Technologies. We have made no changes to this application note copy. The HP XXXX referred to in this document is now the Agilent XXXX. For example, model number HP8648A is now model number Agilent 8648A.

**About this Application Note**

We’ve added this application note to the Agilent website in an effort to help you support your product. This manual provides the best information we could find. It may be incomplete or contain dated information, and the scan quality may not be ideal. If we find a better copy in the future, we will add it to the Agilent website.

**Support for Your Product**

Agilent no longer sells or supports this product. You will find any other available product information on the Agilent website:

[www.agilent.com](http://www.agilent.com)

Search for the model number of this product, and the resulting product page will guide you to any available information. Our service centers may be able to perform calibration if no repair parts are needed, but no other support from Agilent is available.
Characteristic Impedance Measurement of PC Board Circuit Patterns
- HP 4194A Application Information -

INTRODUCTION

This article describes how to use the HP 4194A to measure the characteristic impedance of PC board circuit patterns. This information will be useful for PC board manufacturer (microprocessor, ECL, and other impedance sensitive circuits), PC board users, and manufacturers of PC board materials to improve the quality of PC boards.

PROBLEM

Until 4 or 5 years ago, the characteristic impedance of PC board circuit patterns was not generally evaluated. Now, due to increased circuit complexity, density and speed, multilayer PC boards are commonly used. Manufacturing tolerances and variations in materials (dielectric constant, insulation resistance, etc.) will cause the characteristic impedance of circuit patterns to vary from design values. If the characteristic impedance is different from designed value, and impedance miss-match will occur and the characteristics of circuit are changed.

MEASUREMENT REQUIREMENTS - TRANSMISSION CHARACTERISTICS EVALUATION

There are several methods used to measure transmission characteristics but there is not an established measurement method for PC board patterns. The Time-Domain Reflectometer method could be used but this is not an easy method. The method that we present uses the HP 4194A Impedance/Gain-Phase Analyzer. Using the HP 4194A is the easiest method for obtaining characteristic impedance information and for comparing this measurement data to the ideal characteristic impedance value given by the following equation.
\[ Zo = \frac{87}{\sqrt{\text{Er} + 1.41}} \ln \frac{5.98h}{0.87w + t} \]

Er: Relative Dielectric Constant
(Epoxy Glass: 4.8 - 5.0)

The characteristic impedance is determined using the open-short method, the same as is used for cables. Figure 1 shows the measurement setup. Characteristic impedance is calculated from the following equations.

\[ |Z| = \sqrt{|Z_{\text{open}}| \times |Z_{\text{short}}|} \]

\[ \theta = \frac{1}{2} (\theta_{\text{open}} + \theta_{\text{short}}) \]

|Z open| - \theta_{\text{open}}: Measured values from open measurement

|Z short| - \theta_{\text{short}}: Measured values from short measurement

SOLUTIONS OFFERED BY THE HP 4194A

* High accuracy impedance measurement at frequencies up to 40MHz with the HP 4194A alone, and up to 100MHz when using the HP 41941A/B impedance probe.

* Quick analysis using the HP 4194A's calculation function and color display.

... Evaluation of characteristic impedance requires calculation. The 4194A can perform these calculations and can then display the results.

* Automatic Evaluation

... The HP 4194A's ASP (Auto Sequence Program) internal programming language can be used to automate evaluation, from compensating to displaying the measured and ideal value of characteristic impedance. (Figure 2,3)

Figure 2

Figure 3

For more information, call your local HP sales office listed in the telephone directory white pages. Ask for the Electronic Instruments Department. Or write to Hewlett-Packard: U.S.A.: P.O. Box 10301, Palo Alto, CA 94303-0301, Europe: P.O. Box 999, 1189 AZ Amsterdam, The Netherlands, Canada: 6877 Gowerway Drive, Mississauga, L4V 1M8, Ontario. Japan: Yokogawa-Hewlett-Packard Ltd., 3-29-21, Takasaki-Higashi, Sugimami-ku, Tokyo 168. Elsewhere in the world, write to Hewlett-Packard Intercontinental, 3495 Deer Creek Road, Palo Alto, CA 94304.

June 1986

Printed in Japan 5950-2908