Errata

Document Title: Is Bias Current Necessary? (AN 987)

Part Number: 5953-4446

Revision Date: April 1982

HP References in this Application Note

This application note may contain references to HP or Hewlett-Packard. Please note that Hewlett-Packard's former test and measurement, semiconductor products and chemical analysis businesses are now part of Agilent Technologies. We have made no changes to this application note copy. The HP XXXX referred to in this document is now the Agilent XXXX. For example, model number HP8648A is now model number Agilent 8648A.

About this Application Note

We’ve added this application note to the Agilent website in an effort to help you support your product. This manual provides the best information we could find. It may be incomplete or contain dated information, and the scan quality may not be ideal. If we find a better copy in the future, we will add it to the Agilent website.

Support for Your Product

Agilent no longer sells or supports this product. You will find any other available product information on the Agilent website:

www.agilent.com

Search for the model number of this product, and the resulting product page will guide you to any available information. Our service centers may be able to perform calibration if no repair parts are needed, but no other support from Agilent is available.
Is Bias Current Necessary?

Application Note 987

Introduction
Conventional Schottky detector diodes are tested and specified with 20 microamperes of DC bias. The bias current reduces the junction resistance so that most of the detected voltage appears across the load resistance. In some applications the diode is used to monitor power rather than to detect a low level signal. In this case, the signal level may be high enough to reduce the junction resistance sufficiently without the use of DC bias.

The Need for Low Junction Resistance
A detector diode may be considered as a voltage source in series with the diode resistance. The output voltage is taken from a load resistance in series with the diode. This circuit is a voltage divider. The detected voltage is divided between the diode and the load. The useful output voltage is

\[ V_o = \frac{V_{oc} R_L}{R_L + R_D} = \frac{V_{oc}}{1 + \frac{R_D}{R_L}} \]

For best performance the ratio of diode resistance to load resistance should be small. In many cases load resistance cannot exceed 100 K ohms in order to keep the response time small enough to handle fast pulses.

Junction Resistance Value
Junction resistance may be calculated from the diode equation

\[ I = I_S (e^{-0.027 \cdot \frac{V}{I_S}} - 1) \]

with V the voltage across the junction and I_S a constant. The inverse derivative is the junction resistance

\[ R_J = 0.027 \frac{I}{I + I_S} \]

The constant, I_S, called saturation current is about 0.7 x 10^-9 amperes for the HP 5082-2755 detector diode. With 20 microamperes of DC bias
the junction resistance is 1350 ohms. At zero bias the resistance is about 40 megohms.

**Measured Detected Voltage**

Figure 1 shows the detected voltage with 20 microamperes bias and with zero bias. Above -20 dBm the rectified current is high enough to change the diode junction resistance. The upper curves show the detected voltage when the circuit is tuned at each input power level to match the changing diode impedance. The lower curves show the reduced output level when the tuning is not changed.

The lower diode resistance with DC bias is small compared to the load resistance. In this case the measured voltage is the open circuit voltage.

With zero bias the diode resistance is much higher than the load resistance so most of the detected voltage appears across the diode rather than across the load. However, at higher input levels rectified current flows through the diode and reduces the junction resistance. The voltage divider action is no longer significant and the output approaches the detected voltage of the biased diode.

**Summary**

With a load resistance of $10^5$ ohms or less, zero bias detection with the HP 5082-2755 diode is not successful at low levels. The junction resistance is much higher than the load resistance so that very little detected voltage appears across the load resistance. At higher input levels the junction resistance is reduced by rectified current. At power levels above -8 dBm the zero bias performance is within one dB of the biased performance. When larger values of load resistance are permitted the bias may be omitted at even lower input power levels.