Agilent
Understanding the Agilent 34405A DMM Operation
Application Note
Introduction

Digital multimeter (DMM) is a basic device in the electrical world and its functions are usually not fully utilized. Therefore by understanding the DMM, it will help you to get better measurements and more accurate results.

This application note explains the architecture of the Agilent 34405A digital multimeter and helps you better understand the 34405A DMM and thus work more effectively.

The 34405A DMM’s architecture

The block diagram in Figure 1 shows the architecture of the Agilent 34405A digital multimeter. The architecture of the 34405A DMM is divided into two segments, the measurement system and the input/output (I/O) and processor.

The measurement system contains several components, including multiplexers, buffers, amplifiers, RMS to DC converter, and Sigma-Delta analog-to-digital converter (A/D converter). This system handles measurement, function switching, range setting, resolution setting, sampling rate, settling time, and noise reduction.

The I/O and processor segment consists of the main process unit (MPU), display and keyboard, and USB connectivity. This part generally handles the command and data processing and transferring.

Measurement system

Multiplexers and buffers

During signal measurement with a 34405A DMM, the signals will first route to the front channel via some multiplexers and buffers. The multiplexers and buffers do function setting (switching) and ranging. In function setting for DCV or ACV of the 34405A DMM, the “HI” channel will be the default channel, and “12A” or “I” will be the default channel for DCI or ACI signals. Users select the right range, or the 34405A will select the right range through some relays switching and solid-state switching for the first stage of ranging.

After passing through the multiplexers and buffers, DC and AC signals goes to different routes. The DC signal directly route to the DC amplifier for the rest of the ranging setting before reaching the A/D converter. The AC signal goes through the AC amplifier and the RMS-to-DC converter before reaching the A/D converter.
**AC and DC amplifier**

The main function of the DC and AC amplifier is to receive signals that have completed the first stage of ranging from multiplexers and buffers and to perform the second stage of ranging (amplifier gain), which is normally 1, 10, and 100 times.

The AC measurement signal passes AC-to-DC converter before reaching the A/D converter, and the DC signal will directly go to the A/D converter.

**AC-to-DC converter (RMS-to-DC)**

There are several types of AC-to-DC (RMS-to-DC) converters on the market:

- Thermal
- Peak and averaging
- Analog
- Digital sampling

The analog AC-to-DC converter has been used in the 34405A DMM. It uses a chain of analog circuits to compute the square, the mean, and the square root of the mean to deliver true RMS for nearly all signal types. The main function of the AC-to-DC converter is to change the input AC voltage to a DC voltage.

After the AC-to-DC converter, the AC signal will turn to a DC signal and subsequently channel the A/D converter.

**A/D converter**

The analog-to-digital converter is one of the important parts of the DMM. It does not only changes DC voltage to digital information but also defines the capabilities of the DMM such as resolution (digits), sampling rate, and noise reduction.

A Sigma-Delta A/D converter has been used for the 34405A DMM. The Sigma-Delta A/D converter oversamples the desired signal by a large factor and filter the desired signal band. It is also affordable, low-powered, linear, and capable of self-calibration.

**Resolution**

The resolution is the numeric ratio of the maximum displayed value to the minimum displayed value on a selected range. Resolution is often expressed in percentage, parts-per-million (ppm), counts, or bits. The 34405A DMM is a 5 ½-digit DMM with 20% over-range capability. It can display a measurement with up to 120,000 counts of resolution. This corresponds to about 0.025% (250 ppm) of full scale, or 17 bits including the sign bit.

**Sampling rate**

Sampling rate means how fast the 34405A DMM is capable of converting the incoming analog signal to digital values. In other words, it is the reading speed of the A/D converter. The 34405A DMM is able to gather 70 readings/s for 4 ½-digit DMM and 15 readings/s for 5 ½-digit DMM in DC measurements. AC measurements with the 34405A DMM are slower than DC measurements: only 2 ½ readings/s. When configured for AC measurements, the 34405A multimeter acquires an array of 25 sequential samples that make up the AC reading data set. The final AC reading result is computed from the acquired data set as shown in the equation below:

\[
AC\ Reading = \sqrt{\text{Average}[Data\ 1:25]^2}
\]

**Oversampling and Noise reduction**

With the 34405A DMM, the process of Sigma-Delta analog-to-digital conversion is to oversample the signal. The signal is always sampled at a rate much higher than Nyquist rate, and then a digital filter reduces the sampling rate, doing the noise reduction, filtering off unwanted signal noise and limiting it to the bandwidth.
What is settling time?

DMM settling time is the total time required for the amplified signals to achieve a specified DMM accuracy limit. Both DC and AC signals need to pass through the components of DMM such as multiplexers, buffers, amplifier, RMS-to-DC converter (only for AC signals), and analog-to-digital converter. Each component has its own time for doing its job. The total settling time is the settling time of all these components.

Compared to other DMMs, Agilent DMMs have the ability to insert measurement settling time automatically. Some DMMs will immediately return readings when a function has been switched without adding any settling time. In this case, the DMMs are returning an incorrect value before the stabilized point. When the signal is still ramping up, the first few readings from the DMM are not accurate.

Figure 2 below shows that when changing the function from another measurement to DC measurement with the 34405A, 0.6 seconds settling time would be automatically inserted (please refer to 34405A DMM’s DC measurement function change specification). The 34405A will only return the first measurement reading after 0.6 seconds. For other DMMs, although the settling time is 0.6 seconds, the DMM starts returning measurement reading at 0.4 seconds, and the reading will only be at steady state at 0.6 seconds. The measurement readings returned before the stabilized points are not within specifications.

Figure 2. Settling time delay for 34405A at DC measurement
I/O and Processor

The I/O and processor part consists of the main process unit (MPU), front-panel operation display and button, and USB connectivity. This part mainly does the data and command processing. The MPU will get a command from the front panel button and from the PC through USB connectivity. The unit will do the configuration according to the command, and the MPU will get data from the A/D converter and pass it to the front panel (display) or to the PC through USB connectivity.

Reading speed via USB

There are two types of reading speed, the reading speed of the A/D converter and the reading speed of the connectivity port. Many are confused about both reading speeds. The reading rate of the A/D converter is the sampling rate of the A/D converter and how fast an A/D converter function. Reading speed through the connectivity port is always slower than the reading rate of A/D converter because the MPU will collect data from the A/D converter and pass to the connectivity port and display. Some restrictions such as bus speed and buffer will make the reading speed via USB connectivity slower. The 34405A can reach the A/D converter reading rate of 70 readings/s for 4 ½-digit DMM of DC measurement, and the reading rate through USB is 19 readings/s.

Conclusion

By understanding the 34405A DMM’s capabilities and limitations, you can avoid any redundant measurement variances and uncertainty in your desired result. In addition, by knowing the product complexity and competency, you can fit the 34405A DMM in relevant application at affordable price with outperformance measurement result.
Remove all doubt

Our repair and calibration services will get your equipment back to you, performing like new, when promised. You will get full value out of your Agilent equipment throughout its lifetime. Your equipment will be serviced by Agilent-trained technicians using the latest factory calibration procedures, automated repair diagnostics and genuine parts. You will always have the utmost confidence in your measurements.

Agilent offers a wide range of additional expert test and measurement services for your equipment, including initial start-up assistance, onsite education and training, as well as design, system integration, and project management.

For more information on repair and calibration services, go to:

www.agilent.com/find/removealldoubt

Agilent Email Updates

www.agilent.com/find/emailupdates
Get the latest information on the products and applications you select.

Agilent Direct

www.agilent.com/find/agilentdirect
Quickly choose and use your test equipment solutions with confidence.

Agilent Open

www.agilent.com/find/open
Agilent Open simplifies the process of connecting and programming test systems to help engineers design, validate and manufacture electronic products. Agilent offers open connectivity for a broad range of system-ready instruments, open industry software, PC-standard I/O and global support, which are combined to more easily integrate test system development.

www.agilent.com
www.agilent.com/find/add
specific jumpstation here

For more information on Agilent Technologies' products, applications or services, please contact your local Agilent office. The complete list is available at:

www.agilent.com/find/contactus

Americas

Canada (877) 894-4414
Latin America 305 269 7500
United States (800) 829-4444

Asia Pacific

Australia 1 800 629 485
China 800 810 0189
Hong Kong 800 938 693
India 1 800 112 929
Japan 0120 (421) 345
Korea 080 769 0800
Malaysia 1 800 888 848
Singapore 1 800 375 8100
Taiwan 0800 047 866
Thailand 1 800 226 008

Europe & Middle East

Austria 01 36027 71571
Belgium 32 (0) 2 404 93 40
Denmark 45 70 13 15 15
Finland 358 (0) 10 855 2100
France 0825 010 700*
*0.125 €/minute
Germany 07031 464 6333**
**0.14 €/minute
Ireland 1890 924 204
Israel 972-3-9288-504/544
Italy 39 02 92 60 8484
Netherlands 31 (0) 20 547 2111
Spain 34 (91) 631 3300
Sweden 0200-88 22 55
Switzerland 0800 80 53 53
United Kingdom 44 (0) 118 9276201
Other European Countries:
www.agilent.com/find/contactus

Revised: July 17, 2008

Product specifications and descriptions in this document subject to change without notice.

© Agilent Technologies, Inc. 2008
Printed in USA, July 17, 2008
5989-9171EN